
Squarestar Gas Firepit 
 

 
Parts: 
 
4 x Base panels 
Burner unit 
8 x Screws/Washers/Nuts for base 
2 x Nuts/Washers for attaching burner unit to base 
Bottle stand 
Bottle bag 
AAA battery for the igniter 
3 x boxes of lava rock 
 
Assemble base unit (this is best done by placing the panels upside down) by butting 
the flat side of each panel to the right angled section of the other panel making sure 
that the single central hole on each panel is the same way up.  

  
 

  
Fix each corner with 2 x screws/washers/nuts 
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· Put the unit the correct way up. 

  
· Remove the knob/cover and nuts from the gas valve and igniter. 
· Place the burner unit onto of the base the 2 bolts that are welded onto the 

burner unit will go through the holes on the base unit. 

  
· You will need to put the burner unit on so that the valve and igniter are in line 

with the 2 holes that they need to be fixed onto. 
· Secure the burner unit with the 2 x nuts and washers provided. 
· Push the gas valve and igniter through the 2 holes insert the battery and fix 

with the nuts cover and knob (you may need to slightly bent the metal pipe to 
get the valve through the hole) 

· Connect the gas hose to a propane regulator (Regulators are not supplied and 
can be purchased from the gas supplier) 

· Connect the regulator to a propane gas bottle. 
 
To Light  
Push and turn the Control Knob counter clockwise to the low position (about 10 
o’clock). Keep pushing the Control Knob. 
Meanwhile press and hold the electric Igniter to light the burner. 
After ignition, release the electric Igniter. Continue to push and hold the Control 
Knob for 45 seconds. 
If the ignition does NOT immediately take place in seconds, push and turn the control 
knob clockwise to the off position (12 o’clock) wait 5 minutes, then repeat the 
lighting procedure as above. 
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